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(5) The locations of all known oil and 
gas wells and all known drill holes that 
penetrate the coalbed being mined. 

(6) The locations of all main mine 
fans, installed backup fans and motors, 
and each fan’s specifications, including 
size, type, model number, manufac-
turer, operating pressure, motor horse-
power, and revolutions per minute. 

(7) The locations of all surface mine 
openings and the direction and quan-
tity of air at each opening. 

(8) The elevation at the top and bot-
tom of each shaft and slope, and shaft 
and slope dimensions, including depth 
and length. 

(9) The direction of air flow in all un-
derground areas of the mine. 

(10) The locations of all active work-
ing sections and the four-digit identi-
fication number for each mechanized 
mining unit (MMU). 

(11) The location of all escapeways 
and refuge alternatives. 

(12) The locations of all ventilation 
controls, including permanent 
stoppings, overcasts, undercasts, regu-
lators, seals, airlock doors, haulageway 
doors and other doors, except tem-
porary ventilation controls on working 
sections. 

(13) The direction and quantity of 
air— 

(i) Entering and leaving each split; 
(ii) In the last open crosscut of each 

set of entries and rooms; and 
(iii) At the intake end of each pillar 

line, including any longwall or 
shortwall. 

(14) Projections for at least 12 
months of anticipated mine develop-
ment, proposed ventilation controls, 
proposed bleeder systems, and the an-
ticipated location of intake and return 
air courses, belt entries, and 
escapeways. 

(15) The locations of existing meth-
ane drainage systems. 

(16) The locations and type of all 
AMS sensors required by subpart D of 
this part. 

(17) Contour lines that pass through 
whole number elevations of the coalbed 
being mined. These lines shall be 
spaced at 10-foot elevation levels un-
less a wider spacing is permitted by the 
district manager. 

(18) The location of proposed seals for 
each worked-out area. 

(19) The entry height, velocity and 
direction of the air current at or near 
the midpoint of each belt flight where 
the height and width of the entry are 
representative of the belt haulage 
entry. 

(20) The location and designation of 
air courses that have been redesignated 
from intake to return for the purpose 
of ventilation of structures, areas or 
installations that are required by this 
subpart D to be ventilated to return air 
courses, and for ventilation of seals. 

(c) The mine map required by § 75.1200 
may be used to satisfy the require-
ments for the ventilation map, pro-
vided that all the information required 
by this section is contained on the 
map. 

[61 FR 9829, Mar. 11, 1996, as amended at 69 
FR 17530, Apr. 2, 2004; 73 FR 80697, Dec. 31, 
2008] 

§ 75.373 Reopening mines. 
After a mine is abandoned or de-

clared inactive, and before it is re-
opened, mining operations shall not 
begin until MSHA has been notified 
and has completed an inspection. 

§ 75.380 Escapeways; bituminous and 
lignite mines. 

(a) Except in situations addressed in 
§ 75.381, § 75.385 and § 75.386, at least two 
separate and distinct travelable pas-
sageways shall be designated as 
escapeways and shall meet the require-
ments of this section. 

(b) (1) Escapeways shall be provided 
from each working section, and each 
area where mechanized mining equip-
ment is being installed or removed, 
continuous to the surface escape drift 
opening or continuous to the escape 
shaft or slope facilities to the surface. 

(2) During equipment installation, 
these escapeways shall begin at the 
projected location for the section load-
ing point. During equipment removal, 
they shall begin at the location of the 
last loading point. 

(c) The two separate and distinct 
escapeways required by this section 
shall not end at a common shaft, slope, 
or drift opening, except that multiple 
compartment shafts or slopes sepa-
rated by walls constructed of non-
combustible material may be used as 
separate and distinct passageways. 

VerDate Sep<11>2014 15:29 Oct 14, 2014 Jkt 232123 PO 00000 Frm 00574 Fmt 8010 Sfmt 8010 Y:\SGML\232123.XXX 232123rm
aj

et
te

 o
n 

D
S

K
2T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2014-10-20T12:59:33-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




